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ROUND DUCT GENERAL OFFERING DETAILS

DUCT HEATER FOR 6” ROUND DUCT MODEL #: ADH-R6-21111
H=6.000 W=6.000 F-TYPE Z=10.000 AUTO RESET: 08-3196-00

VOLTAGE/PHASE 120V-1P 208V-1P 240V-1P 277V-1P 346V-1P
1 STG. MAX. KW 5.5 4.0 3.5 4.0 3.5
2 STG. MAX. KW 5.0 2.0 25 2.0 3.0
3 STG. MAX. KW 5.5 4.0 3.5 4.0 3.5
VOLTAGE/PHASE 480V-1P 208V-3P 240V-3P 480V-3P 600V-3P
1 STG. MAX. KW N/A 4.0 3.5 N/A N/A
2 STG. MAX. KW N/A 4.0 3.5 N/A N/A
3 STG. MAX. KW N/A 4.0 3.5 N/A N/A
DUCT HEATER FOR 8” ROUND DUCT MODEL #: ADH-R8-21112
H=8.000 W=8.000 F-TYPE Z=12.000 AUTO RESET: 08-3196-00
VOLTAGE/PHASE 120V-1P 208V-1P 240V-1P 277V-1P 346V-1P
1 STG. MAX. KW 5.7 8.0 8.0 8.0 8.0
2 STG. MAX. KW 5.7 8.0 8.0 8.0 8.0
3 STG. MAX. KW 5.7 8.0 8.0 8.0 8.0
VOLTAGE/PHASE 480V-1P 208V-3P 240V-3P 480V-3P 600V-3P
1 STG. MAX. KW 8.0 8.0 8.0 8.0 8.0
2 STG. MAX. KW 7.0 8.0 8.0 8.0 8.0
3 STG. MAX. KW 8.0 8.0 8.0 8.0 8.0
DUCT HEATER FOR 10” ROUND DUCT MODEL #: ADH-R10-21113
H=10.000 W=10.000 F-TYPE Z=14.000 AUTD RESET: 08-3196-00
VOLTAGE/PHASE 120V-1P 208V-1P 240V-1P 277V-1P 346V-1P
1 STG. MAX. KW 5.7 9.9 11.5 13.0 15.5
2 STG. MAX. KW 5.7 9.9 10.5 12.5 13.0
3 STG. MAX. KW 5.7 9.9 11.5 13.0 15.5
VOLTAGE/PHASE 480V-1P 208V-3P 240V-3P 480V-3P 600V-3P
1 STG. MAX. KW 15.5 13.0 15.0 15.5 13.0
2 STG. MAX. KW 10.5 13.0 15.0 15.5 13.0
3 STG. MAX. KW 15.5 13.0 15.0 15.5 13.0




